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MS24264RXXBXX

CONNECTOR, ELECTRICAL, RECEPTACLE, FLANGE MOUNT, BAYONET COUPLING

MS24264RXXBXX CODING

Shell Size

Shell Style

Contact Style

Polarization

W
1020 |
105 |
==
=
1624 |
1814 |
| 18-31 |
2016 |
20-25
20-28
2039 |
201 |
e
22-39
22-55
24-30
24-13
2457 |
2461 |



MIL-C-26500 INSERT ARRANGEMENTS
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20-16
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MATING GUIDE

Finish and or Material Intended Mating Upgraded Mating Upgraded Mating Upgraded Mating Upgraded Mating Upgraded Mating
Connector Connector Ce C C C
Black Anodized | MS24266RXXB BACCASFT BACC63CBXX- | BACC63CBXXA| BACC63CBXXB BACC63BN
Aluminum | *glack Anodized Al *Black Ar inum | * inum | ¥ * i * Anodized Al




MIL-C-26500 CONTACTS, SEALING PLUGS AND INSERTION REMOVAL TOOLS
Contact| Application| Pin Contacts | Socket Contacts| Sealing Plugs | Insertion Tools | Removal Tools
Size Type Mil Spec Part #| Mil Spec Part # | Mil Spec Part #| Mil Spec Part #| Mil Spec Part #
20 |GOLD PLATED | M39029/31-627 M39029/32-260 MS27488-20-1 M81969/17-03 M81969/19-06
16 |GOLD PLATED | M39029/31-229 M39029/32-248 MS27488-16-1 M81969/17-04 M81969/19-01
12 |GOLD PLATED | M39029/31-235 M39029/32-254 MS27488-12-1 M81969/17-05 M81969/19-02

Crimp Tool Positioner Insertion Tool | Extraction Tool

Contact | pin and Socket Contacts | Pin and Socket Contacts Metal Metal
Size Type Mil Spec Part # Mil Spec Part # | Mil Spec Part #
20 M22520/1-01 M22520/1-02 M81969/17-03 | M81969/19-06
16 M22520/1-01 M22520/1-02 M81969/17-04 | M81969/19-01
12 M22520/1-01 M22520/1-02 M81969/17-05 | M81969/19-02




CABLE CLAMPS

Straight Quick Tie 90 Degree
Shell
Size Mil Spec Part # BOEING BACC Part # Mil Spec Part #
8 MS27291-13 BACC10GH8 MS27559-1
10 MS27291-1 BACC10GH10 MS27559-2
12 MS27291-12 BACC10GH12 MS27559-3
14 MS27291-3 BACC10GH14 MS27559-4
13 MS27291-4 BACC10GH16 MS27559-5
18 MS27291-5 BACC10GH18 MS27559-6
20 MS27291-14 BACC10GH20 MS27559-7
22 MS27291-6 BACC10GH22 MS27559-8
24 MS27291-15 BACC10GH24 MS27559-9

BACC10GH Single Leg Clamp

BACC10GH CLAMP

MS27559 90 Degree Saddle Clamp

C=MS27291 Straight Saddle Clamp

MS27291 CLAMP |




Connector Dimensions and Shell Polarity

RO717 Series
ERBETRAEE

The R0O717 Series connectors are qualified
to, and meet, the requirements of MIL-C-
26500 Class R, Type B, and MS24264,
Type B.

The connector is bayonet coupled with
rear insertion, front release contacts. The
connector can be ordered either with or
without gold plated contacts by using the
order code associated with the RMS
number.

When ordering by the MS number, the
connector is supplied with gold plated
contacts. If the connector is to be ordered
by the MS number, but the contacts are
not required, use the phrase, “less
contacts”.

For contact, seal plug and tooling
information, see page 1.

Dimensions
Master Key

TS,

How to order:
RMS Catalog Number
RO717 10 R 05 P N — 0 00
-1 T T F Order Code
00 - Less Cable Clamp
01 - With Right Angle Saddle Clamp
02 - With Straight Saddle Clamp
03 - With Right Angle Single Leg Clamp
04 - With Straight Single Leg Clamp
Consult Factory for Other Options
0 - Less Contacts
2 - With Gold Plated Contacts
L Shell Polarity N,6,7,8 9or10
Contact Style
— “P"-Pin Contact
“§" - Socket Contact
—— lInsert Arrangement
Class R, Anodized Aluminum Shell, Environment Resisting
‘—— Class A, Anodized Aluminum Shell, Environment Resisting, Reduced
Diameter Wire Seals
“—— Shell Size 08, 10, 12, 14, 16, 18,20, 22, 24
—— Series “Connector, R Electric, Bayonet Coupling, Square Flange Mount"
Military Standard Part Number

M324264 B 10 B 5 P W

— Series

Contact Style
‘—— “P" - Pin Contact
“8" - Socket Contact

“—— Insert Arrangement

L—— “B" Bayonet Coupling

—— Shell Size 8, 10, 12, 14, 16, 18,20, 22, 24

L Class R, Environmental

“Connector, R , Straight, Electric™

Shell Polarity N,6,7,8 90r10




Quick Links: Click on link below to search:
Part Number Search: Click Here
Tech Support: Click Here

Request a Quote: Click Here


http://bacc63.com/
http://introcorp.co/requests/technicalrequest.aspx
http://introcorp.co/requests/

